
VR-N1600

● Simple Operation
All-in-one design and easy-to-use operations with 
VCR-like front panel controls including Jog/Shuttle

● High-Quality Picture
High frame rate of 160fps for recording, and 80fps for
viewing and distribution

● Milestone XProtect Enterprise Pre-installed
Fully licensed for 16 cameras, no need to install
additional software – quick and easy installation

● Advanced Functions
Full Milestone XProtect Enterprise display and search
functionality

● Superior Scalability
NAS archive capability for high capacity recording
Open platform for easy integration with other devices

● Advanced PTZ Control and Accuracy
Accurate PTZ control to ensure secure and reliable
monitoring for preset positions

High-Performance 16-Channel Digital Recorder
for Large-Scale Surveillance System

NETWORK VIDEO RECORDER

Milestone XProtect
Enterprise embedded

Powered by Milestone

Major Features
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Hard disk drive can be upgraded up to 5TB and data 
recording on NAS is also available. In addition, its unique archive
function effectively utilizes disk space for efficient data storage.
(Archive Function: Video data recorded on the database is transferred and
stored on the allocated space of the HDD as required. This enables HDD
capacity to be used more efficiently than accumulating data on the database.
Archived data can be played back seamlessly, just as normal data would, 
without stopping the network system.)

The VR-N1600 is open platform to make it easy to integrate with an
external system such as access control systems, POS systems, or
ATM systems. It also supports not only JVC IP cameras but also
dedicated third party cameras.

● VCR-Like Front Panel Design and Operations

Power
Switch

Live/Playback 
Selection
Viewing images 
can be switched
between live view 
and playback view.

Various Camera 
Controls
Camera selection, PTZ
controls, Preset position
selection, Search,
Zoom-in, Zoom-out, etc.

Playback/Recording 
Controls
Play/stop of recorded
images, Recording,
Key Lock/Unlock,
Image search, etc. 

Jog/Shuttle Dial
Forward/reverse 
playback, single-step
forward/reverse,
Playback speed and
direction setting, etc.

Open Architecture for Easy Integration

High-capacity recording capability

● Improved usability with mouse operation via USB interface 

● Data export capability for USB memory and external CD-R drive 
(optional) 

● RAID function for secured data backup (Hardware RAID1 supported.
Mirroring is possible by upgrading internal HDD. Hot swapping is not
supported.)

● PTZ camera control is possible on operation screen.

● Recording, distribution and export of audio source are possible with 
2ch audio interface.

● Stable performance is assured with dual network ports for the camera
network and the client network.

In conjunction with a video server such as the VN-E4 Network
Encoder, analog cameras can be incorporated into the system the
same as IP cameras.

Analog camera support

With JVC’s PTZ Camera VN-C625U/C655U, preset positions are
stored on the camera unit. So positioning accuracy offered originally
by the camera is maintained even if you engage PTZ control via the
VR-N1600. Secure monitoring for preset positions is assured.

Advanced PTZ Control and Accuracy

Other features

AXIS: This product is using Axis HTTP version 2.0. 
• The use of Axis HTTP version 2.0 has been approved by 

Axis Communications AB.

● Recording Time Schedule
• 16 channel recording without audio recording at 500GB 

pre-installed HDD [Hour ]

The actual recording time varies depending on the camera settings, 
input image contents and condition of the hard disk. 
Use this table as a guide to the recording time.

● Supported cameras and firmware
Brand Model Firmware

VN-C20U Ver. 1.0+

VN-C215V4U/VP4U Ver. 1.0+
JVC VN-C625U Ver. 2.06+

VN-C655U(B) Ver. 2.07+

VN-E4 Ver. 1.2+

S1700 Ver. 4.22b build 28+

S1704 Ver. 4.22b build 28+

VERINT
S1708_SSL Ver. 4.22b build 28+

S1900 Ver. 4.4j build 100+

S2700e Ver. 4.4h build 600+

S2700e/VR Ver. 4.4h build 600+

206 Ver. 4.21 and 4.4

207 Ver. 4.22

211/211A Ver. 4.3

216FD Ver. 4.34
AXIS 225FD Ver. 4.31

207W Ver. 4.40

212 Ver. 4.35

213 Ver. 4.30

214 Ver. 4.33

Image Data/Image Frame rate per second (each camera)
Size ( kB ) 10 5 3 1 0.5 0.2

32 22 43 72 223 470 1211

VGA
24 30 60 100 305 635 1623

20 37 73 122 371 767 1953

16 46 93 155 470 964 2447

27 26 53 88 269 562 1440

QVGA
15 50 99 166 503 1030 2612

8 96 192 319 964 1953 4918

5 155 310 517 1557 3139 7883

Various functions can be operated by the front panel controls. You can control the network surveillance system with
simple Turn Key operation as if you are operating a VCR.
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MicrophoneNetwork 
cameras

Switch NAS
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VN-E4
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Up to 10 clients are able to 
access to one VR-N1600U unit 
simultaneously at combined 30 ips
= Max. 10 users can be logged in
simultaneously

Analog cameras

NVR Viewer

NVR Viewer

NVR Viewer

NVR Viewer

 LAN 
or 

WAN

A Variety of System Configurations
Basic system configuration

XProtect Enterprise server 

NVR Viewer

NVR Viewer

NVR Viewer

1

10

2

Up to 10 clients are able to 
access to one VR-N1600 unit 
simultaneously at combined 30 ips
= Max. 10 users can be logged in
simultaneously

Multiple VR-N1600 can be used as slave unit for
XProtect Enterprise server (Master). NVR viewer can 
see images from all VR-N1600 mixed at one screen.

VR-N1600

Network
cameras

Switch

NAS

VR-N1600

Network
cameras

Switch

NAS

VR-N1600

Network
cameras

Switch

NAS

 LAN 
or 

WAN

LAN

Expanded system with optional Milestone XProtect Enterprise server

Network 
cameras

LAN

Central 
server (PC)

Switch
Display & Search
(Event + Video 
sychronization)

Multiple VR-N1600

Central Client

Get video from image servers

Thanks to mapping function, 
an alert point can be 
specified quickly.

Total surveillance application with optional Milestone Central Client software
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